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KOFLO STATIC MIXER CONSTRUCTED OF
SCHEDULE 80 PVC OR CPVC PIPE WITH * FIXED
LOW PRESSURE LOSS DESIGN MIXING ELEMENTS

o
SIZE *NUMBER OF "B | "c* | "D
ELEMENTS
2 [ 3] 4] 5] 6
1" 6 | 8 |10 12| 14 | 4 | 58" |3-1/8"
1-1/2"| 8 | 11 | 14 | 18 | 21 | 4 | 5/8" | 3-7/8"
2" | 10 | 14 | 18 | 22 | 26 | 4 | 3/4" | 4-3/4"
212" | 12 | 17 | 22 | 29 | 32 | 4 | 3/4" | 51/2"
3" | 14 | 20 | 26 | 32 | 38 | 4 | 3/4" | 6"
4 | 18 | 27 | 33 | 41 | 48 | 8 | 3/4" | 7-1/2"
6" | 28 | 40 | 53 | 66 | 80 | 8 | 7/8" | 9-1/2"
8" | 36 | 54 | 70 | ~~ | ~ | 8 | 7/8" [11-3/4"
10" | 44 | 66 | 88 | ~~ | ~~ | 12 | 1" [14-1/4"
12" | 54 | 78 | ~~ | ~ | ~ | 12 | 1" | 17"

"B" HOLES "C" DIAMETER
ONA"D"D.B.C.

150 LB. RAISED FACE VAN STONE PVC FLANGES

NOTE: 2" AND SMALLER MIXERS USE GRAY SCHEDULE 40 PIPE
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